^hSct^-CoiriSeries 3 

Low Rise Garden Apartment and Townhouse 
Main Entrance Answering and 
Lock Control System 



FUNCTION: 

A versatile low cost system for assured tenant security and 
convenience — adaptable to multi-floor Garden Apartment 
buildings or Townhouses. Callers signal apartments with push- 
buttons in the Main-Entrance Directory Panel, mail boxes, or 
at the private entrance of each Townhouse, to sound a buzzer 
within the apartment speaker or a separate door chime. Each 
tenant can reply to . . . and control the Entrance Speaker with 
the Talk-Listen lever on his Apartment Speaker. A door re- 
lease switch can be included on the Apartment Speaker to 
activate a Main Entrance Door Lock, if provided. 

DESCRIPTION: 

MODEL 470 CENTRAL AMPLIFIER — Trouble free solid state 
system amplifier with Class "B"- regulated 1 watt power out- 
put. Printed circuit construction. No control circuitry pro- 
vided or needed. Communications switching is accomplished 
thru Apartment Speaker Talk-Listen controls. 

APARTMENT SPEAKERS 

A wide choice of apartment speakers are available to meet 
the specific needs of any building system. All offer complete 
privacy. They become active only when tenant operates Talk- 
Listen to answer signal buzzer or door chime. Apartment 
speakers include Volume Control and install in walls as thin 
as 2 inches using Model 472A frame — or may be surface 
mounted (except Model 481B) using Model 416 mounting 
frame 

MODEL 481 — Heavy gauge Silver anodized panel. Includes 
built-in buzzer, Talk-Listen lever and Door-Lock Release 
Switch. 

MODEL N482X — Smartly styled Eggshell White, high impact 
plastic panel. Has built-in buzzer, Talk-Listen and Door-Lock 
Release Switches. 

MODEL N482 — Same as Model N482X without buzzer — for 
use where independent door chimes are provided. 

MODEL N483X — Same as Model N482X but without Door- 
Lock Release Switch, For use where electric door release is 
not provided, 

MODEL DR-1* ELECTRIC DOOR RELEASE: For use with mor- 
tise entrance lock with latch bolt. Installs in place of lock 
strike, on wood or light gauge metal door jamb. Reversible 
for right or left hand doors. Operates from 8-16 VAC {1 amp) 
supplied by System Control Amplifier, For silent operation 
{elimination of buzzing sound) add SRA-1 Rectifier Assembly. 

NOTE: Commercial type metal entrance doors and frames re- 
quire special release available from the door supplier. 

* Add suffix BA {brass anodized) or SA {silver anodized) to de- 
note face plate finish, 
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MODEL 301 N — TRANSFORMER: Low voltage power source 
for system central amplifier and Electric Door Release(s). 
UL listed with automatic reset circuit breaker. 

Primary: 120 VAC 60 Hz — Secondary 16 VAC Hz — 30 VA 

Amplifier current draw: Stand-by 5.3 VA 
Activated 14.5 VA 

Door Release current draw: 1 amp 

ENTRANCE DIRECTORIES: Complete factory assembled frame 
and panel units including built-in entrance speaker and re- 
quired number of apartment pushbuttons are available in 
durable Silver or Brass anodized aluminum finishes. Use 491, 
491P, 492 or 492P Series for 1 & 2 entrance multi-floor gar- 
den apartment building systems. 491P and 492P include 
Postal Lock Door Release provision giving Postman access to 
mail boxes located beyond locked entry (recommended only 
when directory can be located adjacent to a locked main en- 
trance — system does not include time delay operation of 
door release). Refer to Entrance Directory Specification #491 
and 492 for complete details. 

MAIN ENTRANCE SPEAKERS 

For use where NuTone Vertical Mail Boxes — MBV/PB or 
MBM/PB Series including signal pushbuttons will be installed 
at Main Entrance and an Entrance Directory will not be pro- 
vided . . . and at private entrances of Townhouses. 

IVIODEL 2413 — Built-in Speaker in tarnish proof anodized 
aluminum gold finish. Installs with 2006A rough-in housing. 

MODEL 471 — Surface Mounted Speaker. Die cast Parchment 
Tan housing with gold anodized grille. 



470 



N-471 



2413 



ORDERING SPECIFICATIONS DflR ECT- A-COM SERIES 3 



Mode! 


Component 


Finish | 


Mounts 


Width 


Height 


Depth 


Projects 


470 


Centra! Amplifier (Transformer re- 
quired. See below.) 


Eggshell White 
& Brushed 
Aluminum 


Surface 


4%" 


7%" 




2%" 


N471 


Main Entrance or Door Speaker. 


Parchment Tan 
and Gold 


Surface 








\%" 


2413 


Main Entrance or Door Speaker. 


Gold Anodized 
Aluminum 


Built-in 




6 V 


l%" 


%" 


481B 


Apartment Speaker with Buzzer and 
Door-Lock Release Switch. 


Anodized 
Aluminum 


Built-in 


m f> 


6 3 / 4 " 


VA" 




N482BX 


Apartment Speaker with Buzzer and 
Door-Lock Release Switch. 


Eggshell White 
and Gold 


Built-in 


*%" 




VA" 


Vi" 


N4828 


Apartment Speaker with Door-Lock 
Release Switch. 


Eggshell White 
and Gold 


Built-in 


4%" 




Wz" 


w 


N483BX 


Apartment Speaker with Buzzer, 
(Door Lock Release Switch not in- 
cluded). 


Eggshell White 
and Gold 


Built-in 


VA" 


654" 


\%" 


Vi" 


472A 


Rough-in Frame for recessed instal- 
lation of N482B, N482BX and 
N483BX Speakers. 




Built-in 


t%" 


W 


Ya" 




2006A 


Rough-in Frame for recessed in- 
stallation of 2413. 




Built-in 


3H" 


5V B " 


\%" 




416 


Surface Mounting Frame for N482B, 
N482BX and N483BX Apartment 
Speakers. 


Eggshell White 
and Gold 


Surface 


5" 


B%" 






DR-1-SA 


Electric Door Release. 


Silver Anodized 


Built into 


VA" 


5JS" 


i%" 




DR-1-BA 


Brass Anodized 


door. 






SRA-1 


Rectifier Assembly for DR-1 Silent 
operation. 














447 


6 conductor Wire — 200 ft. 














448 
301 N 


6 conductor Wire — 1000 ft. 
Transformer, 16 Volt, 30 Watt (VA). 
















N-482B 
N-482BX 



416 



NOTES: 

One #470 Central Amplifier is required for each 
building system. 

An Apartment Speaker (choose Mode! according 
to service required) is needed for each apart- 
ment and other areas requiring communications 
to the entry door. Select type of speaker mount- 
ing frame (472A or 416) to comply with con- 
struction requirements. 

An Electric Door Release is required for 1 or 2 
locked entrances of Multi-floor Garden Apart- 
ment Buildings (commercial metal doors require 
special release available thru door supplier). 
For silent operation add accessory Model SRA-1 
for each release. 

A 301 N Transformer is needed to operate entire 
system. 

Select Entrance Speakers (2413 or 471) for 
Townhouse private entries and apartment build- 
ing entrances where, Entrance Directories will 
not be used. Model 2006A is required for in- 
stallation of 2413 speaker. 

See separate specifications for sheets for En- 
trance Directories and Mail boxes. 

Refer to Typical System Wiring Diagram for in- 
stallation cable and wire requirements. 




N-483BX 



2006A 



Tyfiical Wiring DiagiSms^ 0 



NOTE; Always refer to INSTALLATION INSTRUCTIONS 
for complete wiring and installation information. 



MULTI-FLOOR APARTMENT HOUSE WIRING 



FOR SYSTEMS USING 411 OR SPEAKERS WITH 8ULZERS 



To Othef Apartments 



J — U 3rd Floor AjartiMMj 
2 Com II 6a. 



411 or M4t2X 
Sp«**r 
Apart mettt 



411 *r N4I2X 
Speaker 
Apartment 



6 Centl Wirt 447 or 448 



Central 
Amplifier 



Dfi-1 Boor 
Release 



D 



Mam-Entrance 
Directory Mode! 43! 



To 3rd Floor Apartments 



18 6a. 
iBuwer) 



Use 19 U Sinfle Conductor* 

or Multi-Conductor Cable' 
i'Not awilabit from NuTone) 



/431P Diresterj (Option*!) 
Past Lock Switch. 
f Add Dotted line Wiring. 



FOR SYSTEMS USIHQ »«2 SPEAKERS ANB SEPARATE DOOR CHIMES 



Is Other Apartments 

=1= 



N«2 
Apartment 
Speaker 



Apartment 
Speaker 



■ 470 
Central 
Amplifier 



^ — Ik 3fd Door Apartments 
2 Cond. 18 Si. 



HuTone 
Chime 



16 VAC Power \ 



30]'** * 120 VAC Supply 
Transformer ^ 



0. 



To 3rd FUmr Apartments 
18 Ga 



Mam-Entrance 
Otreetory Model 491 



Use 18 {a. Single Conductor* 
or Haiti-Conductor Cable* 
rttot a*n!ab!e from Htttofie} 



OR 1 Oesf I 
Release j 



/491P 



Directory {Optional) 
Foit Utk SwiUS. 

Add Sotted Line Wirin|. 




301N 



301 N 
Transformer 



!8 [a. 



TOWNHOUSE WIRING 



FOR SYSTEMS USING N483X SPEAKERS WITH BUZZERS 

* - 1 - 1 



T 



B-Cond. Wire 

W or 448 

(Use Red and 
Orange Pairs only) 



470 
Amplifier 




H483X 

Speaker 
Apartment 1 




HUM 

Speaker 
Apartment 2 




Speaker 
Apartment 3 


V 







4 



To Adjacent 
Apartments 
"* m Same 
Buttding 



C> I! l» 



DR-1 



30 l-N 
Iriflstormif 



FOR SYSTEMS USING N4t? SPEAKERS AND SEPARATE DOOR CHIMES 



T 



Speaker 
Apartment 1 



(Use Red asd 
Orante Pairs only) 



Door 
Speaker 



K4I2 
Speaker 

Apartment 2 



V* 



Doer 
Speaker 



K4I2 
Speaker 
Apartment 3 



To Adjacent 
Apartments 
in Same 
Bufldirn 



Ufa. 



Oosr 
S peak e r 



ARCHITECTURAL SPECIFICATIONS: 



INSTALLATION: 



Apartment House Communications System shali be Direct-A- 
Com Series 3, as manufactured by NuTone Scovill, Cincinnati, 
Ohio 45227 or approved equal. The system shall provide Door 
Answering {and Lock Control — optional) from each tenant 
apartment (and other specified areas) to the Main-Entrance 
(and Rear Entrance if 2 Entry Building). 

Equipment for each building system shali include: 
Control/Amplifier Model 470. 

{Specify Quantity) Apartment Speaker Model {Specify) 
with installation frame (472A or 416) 

Main or Front Entrance Directory Model (specify 491, 492 
Series including finish designation and number of push- 
buttons required), with rough-in housing 490- {add suffix 
number to designate size). 

{For 2 Entry building add required Entrance Directory for 
2nd or Rear Entrance). 

{Option for Townhouses or where Entrance Directories will 
not be used). Main Entrance Speaker Model {specify 2413 
or 471). 

Electric Door Release{s) Model {see ordering specification 
chart notes — add Model SRA-1 for silent operation). 

Power Transformer Model 301 N — VAC 30 VA. 



NUTONE SALES-SERVICE NETWORK 

• About 1,000 factory-authorized service stations. 

• Company staff of expert field engineers. 

• Trained sales force, cover every state, metropolitan area. 

• Complete parts and service departments. 

- Similar staff and facilities in Los Angeles and Seattle. 



EQUIPMENT LOCATION: install Amplifier at building electric 
service panel for maximum protection and ease of servicing. 
Mounts on single gang outlet box or direct to any wall surface. 
Mount System Power Transformer on outlet box within 50 ft. 
of the Control Amplifier. 

Apartment Speakers should be conveniently located in each 
apartment approximately 4V2 ft from the floor. 

Electric Door Release installs in door frame in place of lock 
strike. 

Entrance Directories are designed for interior installation in 
the Main-Entry Foyer. Outside mounted Directories will re- 
quire locally fabricated protective canopy or housing. 

WIRING: Transformer primary is 14 AWG insulated. Leads 
from transformer secondary to Central Amplifier, door release 
and directory or door pushbuttons shall be 18 AWG. Wiring to 
Entrance Speaker shall be 22 gauge twisted pair. Riser wiring 
to apartment speakers shall be 22 gauge 3 pair twisted cable 
for audio — plus 18 gauge power, door release and buzzer or 
chime signal wires as indicated on Typical System Wiring 
Diagram, 

System equipment installation instructions plus a compre- 
hensive service manual are available from NuTone, Scovill, 
Field Engineering Department, Madison and Red Bank Roads, 
Cincinnati, Ohio 45227. 



GUARANTEE AND SERVICE POLICY; 

NuTone products are designed for residential and light com- 
mercial use and have been carefully tested and inspected at 
the factory to insure against material and workmanship de- 
fects. AN parts and labor {service) necessary to insure proper 
operation of this unit are warranted for a period of one full 
year {12 months) from date of use. 

Provisions of Warranty: 

* The above warranty applies only if the unit is delivered or 
returned to an Authorized NuTone Service Station. 

* This warranty is void in case of abuse, misuse, abnormal 
usage, faulty installation or repair by unauthorized persons. 
NuTone's liability does not extend to consequential damages. 

* This warranty does not include lights. 

For the location 'of the nearest Authorized Service Station 
contact your local NuTone Sales Representative or Field En- 
gineering Department. NuTone, Madison and Red Bank Roads, 
Cincinnati, Ohio 45227. Service after the warranty period will 
necessitate charges for the repair. 

IMPORTANT: This warranty supersedes all previous warranties. 
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